landscape
structures:

51'-9" [15.78M]

-~ IT IS THE MANUFACTURERS OPINION AND
/ \ ™~ INTENT THAT THE USE AND LAYOUT OF

8" RISE KICKPLATE / 5 ™~ N THESE COMPONENTS CONFORM WITH THE

(TKP.1) Q1. (1) : EUROPEAN STANDARDS EN 1176.
/ 148039 \

STAR SEEKER ~
DB ONLY N

N\
\
\

5 THIS PLAY AREA & PLAY EQUIPMENT IS
- [1524m ”]'"'\ DESIGNED FOR AGES 5-12 YEARS
DL / UNLESS OTHERWISE NOTED ON PLAN.

/ IT IS THE MANUFACTURERS OPINION THAT
THIS PLAY AREA DOES CONFORM TO
/ THE A.D.A. ACCESSIBILITY STANDARDS,
ASSUMING AN ACCESSIBLE PROTECTIVE
/ SURFACING IS PROVIDED, AS INDICATED, OR
WITHIN THE ENTIRE USE ZONE.

\
. 6/8" RISE KICKPLATE /

_ -

- o (KP.1) QY. (2) J

/ 120710 154907 T~ -
/ 141887 POD, CLIMBER DECK_LINK

600

HORIZONTAL LADDER B HEIGHT P0g5EE\S}M7BER W/BARRIERS & L 1600mm]
/ ACCESS LANDING SEAT STEEL END PANELS B

[2210mm)] 219509
202594 GEOPLEX

PORTAL CLIMBER CLIMBER
W/LEFT PERMALENE
HANDHOLD
EQUAL DECKS

/ 16" HEIGHT .e TOHEIGHT  THREE STEPS
( 120902 127953 148439

HANDHOLD PERM HANDHOLD CORKSCREW

\ LEG LIFT PANEL

\
271" [8'25M] \ POSBSE\b%ER
\ (gi)
\ /fp/

/ THIS CONCEPTUAL PLAN WAS BASED ON
< INFORMATION AVAILABLE TO US. PRIOR TO

CONSTRUCTION, DETAILED SITE INFORMATION
INCLUDING SITE DIMENSIONS, TOPOGRAPHY  EXISTING
UTILITIES, SOIL CONDITIONS, AND DRAINAGE
\ SOLUTIONS SHOULD BE OBTAINED, EVALUATED, &
UTILIZED IN THE FINAL DESIGN. PLEASE VERIFY ALL
\ DIMENSIONS OF PLAY AREA, SIZE, ORIENTATION, AND

LOCATION OF ALL EXISTING UTILITIES, EQUIPMENT,
AND SITE FURNISHINGS PRIOR TO ORDERING. SLIDES
\ SHOULD NOT FACE THE HOT AFTERNOON SUN.
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MAXIMUM FALL HEIGHT FOR THE EQUIPMENT (REF.
ASTM F1487 STANDARD CONSUMER SAFETY
™~ PERFORMANCE SPECIFICATION FOR PLAYGROUND
EQUIPMENT FOR PUBLIC USE, SECTION 8 CURRENT
REVISION). THE SUBSURFACE MUST BE WELL
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