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THIS PLAY AREA & PLAY EQUIPMENT IS
DESIGNED FOR AGES 5-12 YEARS
UNLESS OTHERWISE NOTED ON PLAN

IT 1S THE MANUFACTURERS OPINION THAT
THIS PLAY AREA DOES CONFORM TO
THE AD.A. ACCESSIBILITY STANDARDS,
ASSUMING AN ACCESSIBLE PROTECTIVE

SURFACING IS PROVIDED, AS INDICATED, OR

WITHIN THE ENTIRE USE ZONE.

THIS CONCEFTUAL PLAN WAS BASED ON
INFORMATION AVAILABLE 10 US. PRIOR TO
CONSTRUCTION, DETALED SITE_INFORNATION

INCLUDING SITE DINENSIONS, TOPOGRAPHY EXISTING
UTILITEES, SOL CONDITIONS, AND DRAINAGE.
SOLUTIONS SHOULD BE OBTAINED, EVALUATED, &
UNLIZED IN THE FINAL DESIGN. PLEASE VERIFY ALL
DINENSIONS OF PLAY AREA, SIZE, ORIENTATION, AND

F ALL EXISTING UTILITIES, EQUIPMENT,
AND SITE_FURNISHINGS PRIOR TO ORDERING. SLIDES
SHOULD NOT FACE THE HOT AFTERNOON SUN.

CHOOSE A PROTECTIVE SURFACING MATERIAL THAT
RIICAL HEIGHT VALUE TO NEET THE

MAXIMUM FALL HEIGHT FOR THE EQUPMENT (REF.

ASTM F1487 STANDARD CONSUMER S

PERFORNANCE SPECIFICATION FOR PLAYGROUND

EQUIPMENT FOR PUBLIC USE, SECTION B CURRENT
REVISION). THE SUBSURFACE MUST BE WELL

DRAINED. IF THE SOL DOES NOT DRAIN NATURALLY

IT MUST BE TILED OR SLOPED 1/8" T0 1/4" PER

FOOT TO A STORM SEWER OR A *FRENCH DRAN".

DESIGNED BY:

COPYRIGHT: 1/19/22
LANDSCAPE STRUCTURES, INC.
601 7th STREET SOUTH ~ P.O. BOX 108
DELAND. WINNESOTA 55328
PH: 1-BI0-326-0035  FAY: 1-763-972-6091
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